
Park Lantern GAMMA BIS 3,0 

IIngress Protection

Light color

Protection class

CE

Column/body material

Lampshade

Grey 7043

Graphite 7016

Black 9005

Metal color

Foundation

Aluminium

PMMA

FBK-90/18

Ambient temperature

Source power / fixture Recommended: Integrated 40 W/3220 lm 

A modern lantern with a universal form, built from an aluminum column, on 
which is placed a cylindrical lampshade topped with a canopy. The canopy is 
also a reflector for the energy-efficient LED light source, hidden in the 
column. The elements are fastened together with stainless steel rods. Shade: 
UV-resistant PMMA.

PRODUCT DESCRIPTION

TECHNICAL SPECIFICATIONS

MECHANICAL DATA

ON ORDER

Voltage

Optics

230 V

Lifetime  70.000 h LB 80/20

P65 

Yes

Data for: Ra > 80, 4000K, 700mA. Source of light and integrated control gear,  replacement only by the manufacturer’s service.

190-1111-300006 GAMMA BIS LP 3,0  350/300

H/h /h1 2 w/S

 -/10/54 36  5760 160 40 3220 80,5 FBK-90/18

08

White 9003

S

300 mA

1050 mA
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DETAILED DESCRIPTION

3000 80

HEIGHT: 3 m

-30 ÷ +45 

choice

on special order
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